MERVESAN TEKNOLOJI LTD
50W AC/DC ADAPTER (Switching Power Supply)

MT-UPS-50 series

TEKNIiK BiLGILER (SPECIFICATION):

OZELLIKLER (Features):
B KIsA DEVRE/ASIRI YUK KORUMASI

(SHORT CIRCUIT/OVERLOAD PROTECTION)

B 100 % TAM YUKTE CALISMA
(100 % FULL LOAD WORKING)

B CE SERKIFiKASI (CE CERTIFICATION)

B KUCUK VE SIK TASARIM (SMALL VE COMPACT SiZE)

MODEL MT-UPS-50-12 MT-UPS-50-24
DC CIKIS (DC VOLTAGE) 13.5V; BAT: 13V 27.6 V; BAT: 27V
CIKIS AKIMI (RATED CURRENT) 4A; BAT: 0.5A 2A; BAT: 0.3A
AKIM ARALIGI (CURRENT RANGE) 0-4A; BAT: 0~0.5A 0-2A; BAT: 0~0.3A
CIKIS GUCU (RATED POWER) 50W 50 W
CIKIS (OUTPUT) VOLTAJ AYAR ARALIGI
12.15-14.85V 24.84-30.36 V
(VOLTAGE ADJ. RANGE)
VOLTAJ TOLERANSI (V.TOL.) +0.5% +0.5%
YUK (LoAD) REGULASYONU +1.0% +1.0%
KALKIS ZAMANI (SETUP, TIME) 50ms, 230VAC TAM YUKTE (AT FULL LOAD)
VOLTAJ ARALIGI (VOLTAGE RANGE) 176~264VAC
FREKANS ARALIGI (FRE. RANGE) 47~63Hz
GIRIS (INPUT) VERIMLILIK (EFFiciENCY) 70% full load 72% full load
KALKIS DAYANIM AKIMI (INRUSH CURRENT) 50A/230VAC
SIZINTI AKIMI (LEAKAGE CURRENT) 3.5mA(max)/240VAC
105% - 150% CIKIS GUC ARALIGINDA (rated output power)
KORUMA = : ;
ASIRI YUK (OVER LOAD) KAPANMA, YENIDEN BESLEME ILECALISMA
(PROTECTION)
(Fold back current limiting, Auto-Recovery)
CALISMAORTAMI CALISMA SICAKLIGI VE NEM (WORKING TEMP. & HUMIDITY) -10~+40°C /20~90 % RH
(ENVIRONMENT) DEPOLAMA SICAKLIGI VE NEM (STORAGE TEMP. &HUMIDITY) -20~+85°C /20~95 % RH
GUVENLIK & GUVENLIK STANDARDLARI (SAFETY STANDARDS) Meet GB4943, uL 60950'1, EN60950-1
SRR MTBF 100,000 hours min, MIL-HDBK-217F(25°C)
(SAFETY)

BOYUTLAR (DIMENSION)/WEIGHT

159*%98*42mm (L*W*H)/0.55KGS




